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Technical Data Sheet

Shear Couplings

Features
Integral square key prevents shear in torsion — excellent for insert, tubing and progressive 
cavity pumps.
Constant diameter field replaceable shear pins
4340 HTSR construction for durability and long life

Material Specifications
Coupling:	 4340 HTSR 	
Shear Pin:	 ANSI W1 
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Typical API Grade D Sucker Rod Reference Information

Rod Size
(in.)

maximum torque
(ft-lb)

maximum tensile 
load

3/4 460 35780
7/8 735 48700
1 1100 63625

1-’/8 1570 80500
Tensile load values derived from API11B, and are for reference only.
Torque values are typical from rod manufacturer and are for reference only.
Consult rod manufacturer for specifications regarding load and torque.
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Size
(pin and box)

(in.)

OD
(in.)

Length
(in.)

shear strength
(lbf)

maximum
allowable torque

(ft-lb)

pins

# color

3/4 1.63 9.36

14000 1500 2 Green
19000 1600 2 Red
22000 1700 2 Yellow
26000 1800 2 Black 
30000 1900 2 White

7/8 1.63* 9.50

14000 1500 2 Green
19000 1600 2 Red
22000 1700 2 Yellow
26000 1800 2 Black
30000 1900 2 White
35000 2000 3 Black & 

White
40000 2100 3 Blue

7/8 2.00” 11.75 50000 2100 3 None

1 2.00*

30000 2000 2 White
35000 2225 3 Black & 

White
40000 2450 3 Blue
45000 2675 3 White

11.75 50000 2675 3 None
1 2.38 12.93 50000 4000 4 Blue & 

Yellow
1-1/8** 2.38 12.93 45000 4000 3 White

2.38 12.93 50000 4000 4 Blue & 
Yellow

* Slmhole Coupling Diameter
** Also available in 35000, 40000, 60000 and 75000 lbf models
*** For torsional applications, place coupling in straight section of well, minimum of 1-2 rods above rotor
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